


 
 

Each 

 
Free Standing 
Crane System includes: 
 

• Wire Rope Hoist with 20 feet of lift and a lifting speed of 16/2.6 FPM with trolley 
speed at 63/16 FPM. 

• Wheel Block Endtrucks with a travel speed of 80 or 120 FPM (VFD) complete with 
mounting plates, bolts and bumpers. (Single and two-speed drives also available.) 

• Trolley Tow Arm with pipe clamps to be cut to suit by builder and bolted or welded 
to the trolley.  

• Complete trolley and sliding push button Festoon Systems with all required 
mounting hardware. Cables are pre-wired to quick disconnect plugs. Festoon trolleys 
are already attached to cables. 

• Bridge Conductor Cables are pre-wired to quick disconnect plugs. 

• Eight-button Push Button Station, plug-in type, with strain relief cable and 
emergency stop button. 

• Bridge Control Panel with lockable mainline disconnect mainline fuse, mechanical 
and electrical interlocking contactors and motor protection. Power and control 
connections are pre-wired through terminal strips to quick disconnect plugs. Panel is 
mounted in a NEMA-12 enclosure. 

• Note: Components are based on 460/3/60 power supply. For other voltages, please 
contact EMH, Inc. 

• Free Standing Runway Frame in standard lengths from 20 to 120 feet. Longer 
runways available; consult EMH, Inc. for details. 

• Runway Electrification provided is Insul-8 or equal. Brackets welded on runway 
beams; conductor bar installed in the field. 

• Trolley End Stops - adjustable clamp-on style for single girders, welded type for 
double girders. 

• Detailed engineering for bridge construction and crane assembly, including two 
copies of the maintenance manual. 

 



If you’d like the benefits of efficient and safe
overhead material handling, but don’t think your
building is structurally or financially suited for an
overhead crane, check out the NOMAD from EMH.
Buildings like those listed below may not work well
with standard overhead cranes, but the NOMAD will
adapt for the following reasons:

NOMAD

NOMAD
each

finds a home in:

Precast Concrete Buildings
The NOMAD can often be installed without footers,
eliminating the need for digging through and
damaging existing floors.

All of the NOMAD’s connections are bolted for easy
disassembly and relocation. If you think you may
move sometime in the future, you can easily take
the NOMAD to a new site.

The NOMAD’s free standing structure supports
loads your building’s steel might not handle. And the
low overhead design allows it to fit into sites where
headroom might otherwise be a problem.
Think again if you’ve ruled out an overhead crane.
NOMAD can give you the material handling you
need at a price you’ll like. Call EMH today for
details.

Leased Buildings

Buildings not designed specifically for
overhead cranes.

EMH Wheel Block Endtrucks with travel
speed of 80 or 120 FPM (VFD) complete
with mounting plates, bolts and bumpers.

Complete trolley and sliding push
button festoon systems with all
required mounting hardware. Cables
pre-wired to quick disconnect plugs.
Festoon trolleys pre-attached to cables.

Bridge conductor cables
pre-wired to Quick
Disconnect Plugs.

Free Standing Runway
Frame in standard lengths
from 20 to 120 feet. Longer
runways available.

Instructions

Maintenance Manual,

for bridge construction
and crane assembly, plus two copies
of the are
included with each NOMAD system.

Base Plate design
allows most NOMAD
systems to be installed
without footers.

system includes:

Side View of Muti-Cell
NOMAD System

NOMAD

Installation
& Maintenance

Manual

Runway Electrification is
Figure-8 type. Brackets
welded on runway beams;
conductor bar installed in
the field.

An eight-button, plug-in type
, with

strain relief cable and
emergency stop button,
slides along the bridge on a
separate track.

Push Button Station

The NOMAD free standing cell is available in
runway lengths of 20, 25 and 30 feet. Multiple
cells can be combined for long runways; existing
systems can be retrofitted with additional cells.

EMH Wire Rope Hoist
Lift: 20 feet available
Lifting Speed: 16/2.6 FPM
Trolley Speed: 65/16 FPM.

Bridge Control Panel with
lockable mainline disconnect
mainline fuse, mechanical and
electrical interlocking contactors
and motor protection. Power and
control connections pre-wired
through terminal strips to quick
disconnect plugs. NEMA-12
enclosure.

(Customer is responsible for piping
power to runway conductor cable.)

Tie back to existing building
structures not required.

Under Running Models also available.
Contact EMH for prices and specifications.



Free Standing Crane System

Key to 
Dimensions

Cap. Tons S CC OAW OAH Lift E

16'-10" 18'-10" 20'-0" 20'-0" 16'-4.5" 6.375

26'-10" 28'-10" 30'-0" 20'-0" 16'-4.5" 6.375

36'-10" 38'-10" 40'-0" 20'-0" 16'-2.5" 6.375

16'-8" 18'-8" 20'-0" 20'-0" 16'-4.5" 8

26'-8" 28'-8" 30'-0" 20'-0" 16'-4.5" 8

36'-8" 38'-8" 40'-0" 20'-0" 16'-2.5" 8

16'-6" 18'-6" 20'-0" 20'-0" 15'-9.5" 10

26'-6" 28'-6" 30'-0" 20'-0" 15'-9.5" 10

36'-6" 38'-6" 40'-0" 20'-0" 15'-7.5" 10

16'-6" 18'-6" 20'-0" 20'-0" 15'-8.5" 10

26'-6" 28'-6" 30'-0" 20'-0" 15'-6.5" 10

36'-6" 38'-6" 40'-0" 20'-0" 15'-6.5" 10

16'-6" 18'-6" 20'-0" 20'-0" 15'-4" 10

26'-6" 28'-6" 30'-0" 20'-0" 15'-4" 10

36'-6" 38'-6" 40'-0" 20'-0" 15'-2" 10
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Free Standing Crane System

Side View
Dimensions

Cap. Tons H OAH L L1

12' 20'-0" 20'-0" 18'-0"

12' 20'-0" 25'-0" 23'-0"

12' 20'-0" 30'-0" 28'-0"

12' 20'-0" 20'-0" 18'-0"

12' 20'-0" 25'-0" 23'-0"

12' 20'-0" 30'-0" 28'-0"

12' 20'-0" 20'-0" 18'-0"

12' 20'-0" 25'-0" 23'-0"

12' 20'-0" 30'-0" 28'-0"

12' 20'-0" 20'-0" 18'-0"

12' 20'-0" 25'-0" 23'-0"

12' 20'-0" 30'-0" 28'-0"

12' 20'-0" 20'-0" 18'-0"

12' 20'-0" 25'-0" 23'-0"

12' 20'-0" 30'-0" 28'-0"
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Runway Shipping System Runway Shipping System Runway Shipping System Runway Shipping System

Length Weight* List $ Length Weight* LIst $ Length Weight* List $ Length Weight* List $

20'-0" 5,930 25,925 40'-0" 9,580 30,507 60'-0" 12,850 34,632 80'-0" 16,300 39,213

25'-0" 6,845 26,877 50'-0" 11,060 31,956 75'-0" 15,275 36,895 100'-0" 19,470 41,974

30'-0" 8,255 28,188 60'-0" 13,725 33,492 90'-0" 19,195 40,454 120'-0" 24,635 46,725

20'-0" 7,350 28,429 40'-0" 11,180 33,125 60'-0" 15,710 38,227 80'-0" 19,870 42,923

25'-0" 8,315 29,396 50'-0" 13,260 35,040 75'-0" 18,205 40,544 100'-0" 23,120 46,188

30'-0" 10,000 30,921 60'-0" 16,430 37,933 90'-0" 22,860 44,671 120'-0" 29,250 51,682

20'-0" 8,960 30,695 40'-0" 13,990 36,320 60'-0" 19,070 41,847 80'-0" 24,130 47,472

25'-0" 10,485 32,095 50'-0" 16,840 38,828 75'-0" 23,245 45,462 100'-0" 29,620 52,195

30'-0" 12,150 33,604 60'-0" 19,970 41,693 90'-0" 27,840 49,548 120'-0" 35,660 57,637

20'-0" 9,970 33,416 40'-0" 14,490 38,647 60'-0" 21,360 45,558 80'-0" 27,055 50,788

25'-0" 11,475 34,801 50'-0" 17,300 41,124 75'-0" 25,475 49,128 100'-0" 32,460 55,451

30'-0" 13,560 36,635 60'-0" 21,270 44,639 90'-0" 31,330 54,183 120'-0" 40,180 62,186

20'-0" 11,500 40,133 40'-0" 18,070 46,952 60'-0" 24,690 53,667 80'-0" 31,290 60,486

25'-0" 13,185 41,659 50'-0" 21,240 49,708 75'-0" 29,345 57,657 100'-0" 37,410 65,707

30'-0" 15,430 43,615 60'-0" 25,530 52,086 90'-0" 35,680 63,082 120'-0" 45,770 72,934
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Free Standing Crane System

20 ft. Systems
List Prices, Shipping Weights

December, 2006

* Runway only



Free Standing Crane System

30 ft. Systems
List Prices, Shipping Weights

Runway Shipping System Runway Shipping System Runway Shipping System Runway Shipping System

Length Weight * LIst $ Length Weight * List $ Length Weight * List $ Length Weight * List $

20'-0" 6,430 28,711 40'-0" 10,330 33,463 60'-0" 13,850 37,782 80'-0" 17,550 42,535

25'-0" 7,340 29,635 50'-0" 11,810 34,913 75'-0" 16,275 40,045 100'-0" 20,720 45,321

30'-0" 8,755 30,953 60'-0" 14,475 37,416 90'-0" 20,195 43,604 120'-0" 25,885 50,067

20'-0" 7,970 29,419 40'-0" 12,170 35,272 60'-0" 16,950 40,566 80'-0" 21,420 45,548

25'-0" 8,935 31,257 50'-0" 14,250 37,185 75'-0" 19,445 42,884 100'-0" 24,670 48,813

30'-0" 10,620 32,782 60'-0" 17,420 40,080 90'-0" 24,100 47,010 120'-0" 30,800 54,307

20'-0" 9,740 33,264 40'-0" 15,160 39,193 60'-0" 20,630 45,020 80'-0" 26,080 50,948

25'-0" 11,265 34,665 50'-0" 17,650 41,423 75'-0" 24,805 48,637 100'-0" 31,570 55,394

30'-0" 12,930 36,175 60'-0" 21,140 44,566 90'-0" 29,400 52,717 120'-0" 37,610 61,107

20'-0" 10,870 36,219 40'-0" 15,820 41,784 60'-0" 23,160 49,058 80'-0" 29,305 54,623

25'-0" 12,375 37,605 50'-0" 18,630 44,262 75'-0" 27,275 52,628 100'-0" 34,710 59,009

30'-0" 14,460 39,440 60'-0" 22,600 47,775 90'-0" 33,130 57,684 120'-0" 42,430 66,019

20'-0" 12,580 43,578 40'-0" 19,690 50,813 60'-0" 26,850 57,948 80'-0" 33,990 63,801

25'-0" 14,265 45,102 50'-0" 22,860 53,569 75'-0" 31,505 61,936 100'-0" 40,110 70,404

30'-0" 16,510 47,061 60'-0" 27,150 57,330 90'-0" 37,840 67,363 120'-0" 48,470 77,632
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Free Standing Crane System

40 ft. Systems
List Prices, Shipping Weights

Runway Shipping System Runway Shipping System Runway Shipping System Runway Shipping System

Length Weight * List $ Length Weight * List $ Length Weight * List $ Length Weight * List $

20'-0" 6,930 30,215 40'-0" 11,800 35,160 60'-0" 14,850 39,672 80'-0" 18,800 44,617

25'-0" 7,845 31,048 50'-0" 12,560 36,609 75'-0" 17,275 41,935 100'-0" 21,970 47,496

30'-0" 9,255 32,456 60'-0" 15,225 39,113 90'-0" 21,195 45,494 120'-0" 27,135 52,150

20'-0" 8,590 32,289 40'-0" 13,040 37,464 60'-0" 18,190 43,046 80'-0" 22,970 48,221

25'-0" 9,555 33,256 50'-0" 15,120 39,379 75'-0" 20,685 45,363 100'-0" 26,220 51,486

30'-0" 11,240 34,781 60'-0" 18,290 42,274 90'-0" 25,340 49,490 120'-0" 32,350 56,982

20'-0" 10,520 35,294 40'-0" 16,330 41,522 60'-0" 22,190 47,652 80'-0" 28,030 53,880

25'-0" 12,045 36,695 50'-0" 19,180 44,031 75'-0" 26,365 51,269 100'-0" 33,520 58,605

30'-0" 13,710 38,203 60'-0" 22,310 46,895 90'-0" 30,960 55,349 120'-0" 39,560 64,040

20'-0" 11,770 38,086 40'-0" 17,190 44,013 60'-0" 24,960 51,620 80'-0" 31,555 57,547

25'-0" 13,275 39,470 50'-0" 20,000 46,490 75'-0" 29,075 55,190 100'-0" 36,960 62,210

30'-0" 15,360 41,305 60'-0" 23,970 50,005 90'-0" 34,930 60,245 120'-0" 44,680 68,945

20'-0" 13,660 45,967 40'-0" 21,310 53,619 60'-0" 29,010 61,172 80'-0" 36,690 68,825

25'-0" 15,345 47,492 50'-0" 24,480 56,375 75'-0" 33,665 65,161 100'-0" 42,810 74,044

30'-0" 17,590 49,449 60'-0" 28,770 60,137 90'-0" 40,000 70,586 120'-0" 51,170 81,274
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